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Congderations for mounting the dove prism in the
reference beam of the Long Trace Profiler

1. Introduction

The usua way that a mirror is mounted in the Long Trace Profiler (LTP) is such that the
mirror's surface norma points upward, so0 that the probe beam pair (or just 'beam’) from the LTP
initidly heads downward toward the mirror surface under test (SUT) and then reflects up into the LTP
optical system. At the same, time a reference (REF) beam reflects from an externd mirror in order to
monitor sope errors resulting from the carriage pitch movement®.  In December, 1992 a dove prism
was inserted in the REF beam in order to compensate for carriage yaw errors if the mirror was to be
messured in the horizonta orientatior®™ . In August, 1993 it was discovered that the error from laser
pointing instability was not compensated for by the externd reference, but rather was increased. Thisis
because the laser pointing error moves in one direction for the SUT beam, but in the opposite direction
for the REF beam. Thus, as the carriage pitch error from the REF is subtracted from the SUT, the laser
pointing error from the REF is added to the SUT. This problem was fixed by setting a beamsplitter on
the carriage, giving an internd reference which compensated for the laser pointing error separately; this
required three dope functions. In 1994, Bredoff and Takacs’ replaced this beamsplitter with a dove
prism on the carriage, in order to reverse the direction of the laser pointing errors. Then the laser
pointing errors were in the same direction as the carriage pitch errors, and as before only two dope
functions were required.

This paper intends to generdize the problem of carriage pitch errors, carriage yaw errors, and
laser pointing errors, and to formulate a procedure for proper dove prism mounting that will compensate
for these errors when the mirror is mounted with respect to the LTP ether verticaly or horizontaly.

2. Analysis

Figure 1 shows a schematic of the main optica componentsingde and outside the carriage. We
first andyze the angle changes that the beams make as they propagate through the LTP optica system
without the dove prism. Then we consder different ways of inverting the beam direction using a dove
prism so that the laser pointing error may be subtracted adong with the carriage pitch or yaw error.
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2.1 Angle changes with no dove prism

Figure 1 shows the LTP system with only SUT and REF beams. The beam from the source S
is split by beamsplitter BS into the REF and SUT beams. If the carriage pitches clockwise (CW), then
the beam from the SUT will move counterclockwise (CCW); reflection
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Figure 1. LTP opticd system schematic.

from BS gives a CW motion to the beam. The effect of a CW pitch by BS (because the carriage
pitches) is canceled by a likewise rotation of photodetector array PD. Thus, a CW motion of the
cariage results in a CW motion of the beam on PD via the SUT. This andyss is amplified by
consdering only a relative movement of the REF and SUT mirrors. A CW pitch of the carriage is
relatively the same as the SUT and REF each moving CCW through the same angle.  As the REF
moves CCW, the beam a PD moves CCW. Therefore, compensation for carriage pitch error would
be performed by adding the SUT and REF dope functions:

X)) = SUT(X) + REF(X). Q)

A CW laser pointing change of the beam from source S would give a CCW change to the beam
after reflection from the SUT and then a CW change to the beam after reflection from BS. Thus, a CW
motion of the beam from S resultsin a CW motion of the beam on PD viathe SUT. A CW change of
the beam from S, however, would give a CCW change of the beam after BS, and a CW change after
reflection from the REF, which would give a CW change a PD. Therefore, compensation would be
performed by subtracting the SUT and REF dope functions:

) = SUT(X) - REF(X). 2)
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Clearly both Equations (1) and (2) cannot be performed, so ether carriage pitch error or laser
pointing error may be removed, but not both.
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2.2 Angle changes with adove prism in the SUT beam

Figure 2 shows a dove prism mounted in the SUT beam. A dove prism reverses the angles of
light rays in the meridiond plane (the plane of this paper). Therefore, a CW change of the beam & S
will give a CCW change of the beam coming out of dove prism D. The beam will change CW upon
reflection a the SUT, and then CCW dfter passng again through D; the beam will change CW
reflecting from BS. Thus, PD will see a CW change from a CW laser pointing error via the SUT.
Meanwhile, a CW change at S will give a CCW change a BS, and a CW change after reflection from
the REF; PD then sees a CW change viathe REF. Error compensation is accomplished by subtracting
the two dope functions:

gx) = SUT(X) - REFX). 2

As before, a CW carriage pitch is equivaent to a CCW SUT rotation, giving a CCW change to

the beam. This beam change is made CW after passing through D, and then CCW &fter reflecting from

BS. A CCW rotation of the REF results in a CCW beam change a PD. Therefore, ance the beam
changes via SUT and REF are both CCW, the functions are subtracted:

gx) = SUT(X) - REFRX). 2

Both carriage pitch and laser pointing errors are removed by Equation (2).
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Figure 2. Dove prism in the SUT beam path.

A compact notation may be used to describe the angle changes that the beams experience as
they propagate through the system. Using standard notation for a right-handed coordinate system, let us
denote a CW change in beam pointing a Sin the xy plane by “-z’. (Thisis a negative rotation about the

zaxisat S). Wethen lig dl the subsequent angle changes through the system for the case of the dove
prismin the SUT beam:

laser pointing change carriage pitch
SUT path REF path SUT path REF path
S -Z S -Z SUT +z REF +z
D +z BS +z D -Z
SUT -z REF -z BS +z
D +z
BS -Z

The find angle changes for laser pointing change at PD (same as after BS in the SUT path and REF in
the REF path) are both -z. For carriage pitch the angle changes at PD are dso the same in both the

SUT path and the REF path. Thus, Equation (2) (subtraction) must be used for both laser pointing
change and carriage pitch.

2.3 Angle changes with adove prism in the REF beam

Figure 3 shows a dove prism mounted in the REF beam. Starting with a CW change of the
beam at S and a CW carriage pitch, compact notation gives.

laser pointing change carriage pitch
SUT path REF path SUT path REF path
S -Z S -Z SUT +z REF +z
SUT +z BS +z BS -Z D -Z
BS -Z D -Z
REF +z
D -Z

In this case, too, both carriage pitch and laser pointing errors are removed by Equation (2).
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Figure 3.

2.4 Angle changes produced by carriage yaw error

When the mirror is mounted horizontdly, the beam from the carriage must be bent 90 degrees
so thet it is normal to the SUT. Thisis best achieved with a pentgprism PP, as shown in Figure 4. A
pentgprism maintains a 90 degree angle between the input and output beams with insgnificant effect
from carriage pitch or yaw. In the previous cases (sections 2.2, 2.3, 2.4) we were interested in
measuring dope changes in the xy plane with respect to x. Now we are interested in measuring dope
changes in the xz plane with respect to x. The pentgprism bends the beam in the yz plane angle
changes in the xy plane and xz plane are unaffected by the pentgprism, except that they are bent 90

degrees.
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Dove prism in the REF beam path.

PD

REF

Carriage




ALSBeamline Notee. Rev Nr. 002; Mounting the dove prisminthe LTP; 26 Jan 98;

Figure 4. Using a pentaprism for horizontal mirror mounting.

Figure 5 shows a top view of the carriage. Carriage yaw is arotation in the plane of the paper
in this case, and will give dope measurement error for the SUT mounted horizontaly. (Carriage pitch
only rotates the probe beam pair a the SUT an indgnificant amount.) Carriage yaw is compensated for
by setting a dove prism on the carriage in such an orientation that the probe beam pair going to the REF
mirror is rotated 90 degrees. This is accomplished by rotating the dove prism with respect to the
carriage by 45 degrees about the x axis. The beam then emerges from the dove prism D with a beam
pair which detects angle changes in the xz plane.

Should the dove prism be rotated 45 degrees CW or CCW? The analysis can be confusing if
we congder rotating the dove prism, but much easer if we first consder rotating the beam pair with
respect to the dove prism. Figure 6 shows a beam pair incident on a dove prism (solid lines), and the
beam pair emerging from the prism (dashed lines). The parts of the beams are labeled so that we may
keep track of how the beam changes direction. The rulesfor tracing aray through the dove prism are;

1. Thedirection of theray around the s axisis reversed with respect to the xs plane
in the dove prism aperture.

2. The position component of theray inther direction in the dove prism aperture
is reversed with respect to the xs plane.

3. Thedirection of theray around ther axisis unaffected. It emergesin the direction
that it enters.

4. The position component of theray inthe s direction is unaffected.

.
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Figure 5. Top view of the LTP with the mirror mounted horizontally.
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Figure 6. End view of dove prism with input, output beam pairs shown.

2.5 Angle changes with adove prism in the REF beam at 45 degrees CW

Looking dong the x axis in the direction of decreasng x, suppose the dove prism is rotated 45
degrees CW, as is shown in Figure 5. Then the beam pair will be incident on the dove prism as in
Figure 6 (solid lines). Following the rules given above, the end of the beam labded A will exit the prism
a A', and s0 forth, which will rotate the exiting beam pair about the x axis by 90 degrees. Also, a
downward angle change in the xy plane (CCW from BS) of the input beam pair (shown by the solid
arrow) will result in a rotation of the exiting beam to the right (shown by the dotted arrow). Using
gtandard notation for a right-handed coordinate system, we say that the input beam is rotated in the +z
direction, and the output beam is rotated in the -y direction. Reflection from REF results in an angle
change of +y. The entire system for CW carriage yaw is asfollows.

las=r pointing change carriage yaw
SUT path REF path SUT path REF path
S -Z S -Z SUT  +y REF +y
PP -y BS +z PP +z D -Z
SUT  +y D -y BS -z
PP +z REF +y

BS -Z D -Z
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Equation (2) would be used for both laser pointing change and carriage yaw. Thus, the dove
prism could be rotated 45 degrees CW for proper compensation. Does rotating the dove prism 45
degrees in the oppodite direction yield the same result?
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2.6 Angle changes with a dove prism in the REF beam at 45 degrees CCW

Now suppose the dove prism is rotated CCW with respect to the x axis, looking in the direction
of decreasng x. (Thisisrotation in the +x direction.) The andyssisasfollows.

las=r pointing change carriage yaw
SUT path REF path SUT path REF path
S -Z S -Z SUT  +y REF +y
PP -y BS +z PP +z D +z
SUT  +y D +y BS -z
PP +z REF -y
BS -z D -Z

Equation (2) would be used for laser pointing change, while Equation (1) must be used for
carriage yaw compensation. Thisis an unacceptable solution.

2.7 A system for measuring a downward pointing surface

Figure 7 shows a second pentaprism for bending the probe beam pair upward, so that a surface
that is pointing downward may be measured. Again we are interested in measuring dope

BS PD

— ST

REF (sagitta direction shown)

Figure7. Using two pentaprisms for downward mirror mounting.
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changes in the xy plane with respect to X, and carriage pitch is the sgnificant source of error. The
andydgsfor this sysem is asfollows.

laser pointing change carriage pitch

SUT path REF path SUT path REF path
S -Z S -Z SUT +z REF +z
PP1 -y BS +z PP2 -y

PP2 +z REF -z PP1 -z

SUT -z BS +z

PP2 +y

PP1 +z

BS -Z

Notice that this systems requires no dove prism, and Equation (2) is used for both laser pointing change
and carriage pitch compensations.  Putting a dove prism in any beam path will give an unacceptable
solution.

Actudly, two mirrors could be used indead of two pentgprisms with this mounting.  This
notation can aso be used to satisfy the reader that a concave surface pointing downward is measured as
concave by the LTP.

3. Summary

Error compensation for both laser pointing change and cariage pitch or yaw may be
compensated for by a single dove prism. For carriage pitch, the dove prism may be placed in ether the
SUT path or the REF path with satisfactory results. Although placing the dove prism in the SUT path
for carriage yaw was not mentioned, it would be uneconomica to do so, and the added torque of the
prism on the carriage increases the risk of damage to the LTP air bearing. Therefore, the best
arrangement is for the dove prism to be placed in the REF beam path as shown in Figure 3 (for vertica
mirror mounting) or Fgure 5 (for horizonta mirror mounting).

For vertica mounting with the SUT pointing downward, no dove prism is used.
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